CHOICE OK SUCTIONS
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sizes of sections in use by the American Bridge Company, are given in the following table.
Standard Angles.                          Permissible Angles.
6"     x 6"                 6"     x 4"       8"     x 8"                 6"     x VA"
4"     x 4"                 5"     x 3^"    5"     x 5"                 4"  . x 3/2"
3/2" x zlA"             4"     x 3"       2%" x 254"              3/2" x 2J4"
"
4       x 3 3"                   3^" x 3"
2^"                3"        X  214"
2,^"  X  2"
Standard Channels. 15"                         8"
12"                         6"
10"
Standard I Beams. 10"
x 2"
x 2
20" 1 8" 15" 12"
6"
Permissible Channels 9" 7" 5"
Permissible I Beams.
24"
8"                                     9"
6"                                     7"
5"
Permissible Tees. H"                     2" x 2" x 5-16"
Permissible Zee Bars. 5"                      4"                         3"
Standard Flats.
i>4"                      3"                     6"                         12"
iM"                    3/2"                7"                       14"
2"                          4"                     8"
2>4"                       4/2"                  9"
2^"                       5"                    10"
Standard Rounds.
y&"      M"      %"      i"       ij4"       i#"
Standard Squares.
M" _                 #"                I"                  iM"         i>f"
Other sizes than those specified may be obtained, but the time of
delivery will be very uncertain unless the order is large enough to warrant a rolling.
Deck beams, bulb angles and special section Z-bars are hard to get unless ordered in large quantities. Flats J^" thick and under are very hard to get.
Flats under 4" should be ordered by J^" variation in \vidth; flats and universal plates over 4" should be ordered by l" variation in width.ttle or no demand for the section, the rollings are very infrequent and a small order may have to wait for a long time before enough orders for the section will accumulate that will warrant a special rolling. The ease with which sections can be obtained will, therefore, depend upon the mill and the conditions of the market. The standard and permissiblecap. of the sheet. The capped joint with metal cap shown in Fig. 151 is very...	......
